**MAKE:** JEEP  
**TYPE:** Wrangler  
**MODEL:** TJ  
**YEAR:** 10/1996 - 2007

**DETAIL:** 2.5L 4 Cyl. Sport,  
4.0L 6 Cyl. Sahara  
100mm (3” Lift)  

---

### FRONT

<table>
<thead>
<tr>
<th>PART NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>COIL SPRING</strong></td>
</tr>
<tr>
<td>Linear Rate Raised Height (3” Lift) 1</td>
</tr>
<tr>
<td><strong>SHOCK ABSORBER</strong></td>
</tr>
<tr>
<td>Heavy Duty Twin Tube Gas 2</td>
</tr>
<tr>
<td><strong>STEERING DAMPER</strong></td>
</tr>
<tr>
<td>Heavy Duty (Big Bore) Complete with Fittings 1</td>
</tr>
<tr>
<td>Heavy Duty (Medium Body) Complete with Fittings 1</td>
</tr>
</tbody>
</table>

**Price Code:**

- C29-048 (B)
- GS29-420
- SD29-840
- SD29-040

---

### REAR

<table>
<thead>
<tr>
<th>PART NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>COIL SPRING</strong></td>
</tr>
<tr>
<td>Linear Rate Raised Height (3” Lift) 1</td>
</tr>
<tr>
<td><strong>SHOCK ABSORBER</strong></td>
</tr>
<tr>
<td>Heavy Duty Twin Tube Gas 2</td>
</tr>
</tbody>
</table>

**Price Code:**

- C29-049 (B)
- GS29-425

---

**WARNING - 3” LIFT**

The suspension components listed on this page are for off-road use only.  
- Refer to Local Laws before fitting to Registered/Road vehicles  
- An Engineering Certificate may be required  
- Handling characteristics will diminish on lifts above 2” (50mm)

The following modifications (but not limited to) need to be made to the vehicle before the kit is fitted:

- Adjustable Panhard Rods
- Modified Leading / Trailing Arms
- Brake Hoses
- Extended Bump Stops

- Gear Box & Drive Line Modifications
- Steering Arms
- Swaybar Modification

Dobinsons Spring & Suspension do not accept any responsibility for injury caused to person or property through the use of the products listed on this page.  

These products do not come with any warranty or guarantee.

---

**Torsion Bars:** Sold in Pairs  
**Coil Springs:** Sold in Pairs, (A) (B) (C) etc... Indicates Price Code